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Bill of Quantity

Electrification work of office building in mali training Center

Pratapnagar T.G

DESCRIPTION OF WORK

QTY

UNIT

RATE

AMOUNT

Wiring for light point/fan point /exhaust fan point /call
bell point with 1.5 sq.mm FRLS PVC insulated copper
conductor single core cable in surface/recessed
medium class PVC conduit,with modular
switch,modular plate,suitable Gl box and earthing the
point with 1.5 sq.mmFRLS PVC insulated copper
conductor single core cable etc. as required.

Group C

20

each

e

Wiring for light /power plug with 2X4 sq. mmFRLS PVC
insulated copper conductor single core cable in surface
/recessed medium class PVC conduit alongwith 1 No 4
sq.mm FRLS PVC insulated copper conductor single
core cable for loop earthing as required.

120

Mtr

SSRUL NI Bl S

Wiring for circuit/submain wiring alongwith earth wire
with the following sizes of FRLS PVC insulated copper
conductor ,single core cable in surface/recessed
medium classPVC conduit as required.

2X2.5 sg.mm +1X1.5 sq.mm earth wire

150

Mtr

following sizes of medium class PVC conduit along with
accessories in surface/recess including cutting the wall
and making good the same in case ofrecessed conduit

as required.

20 mm

200

Mtr

Supplying and fixing following piano type switch/
socket on the existing switch box /cover including
connections etc. as required.

5/6 A switch

24

each

15/16 A switch

12

each

3 pin 5/6 Asocket outlet

each

6 pin 15/16 A socket outlet

12

each

Supplying and fixing suitable size Gl box with modular
plate and cover in front on surface or in recess,
including providing and fixing 3 pin 5/6 amps modular
socket outlet and 5/6 amps modular switch,
connection etc. as required.
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Supplying and fixing suitable size Gl box with modular
plate and cover in front on surface or in recess,
including providing and fixing 6 pin 5/6 & 15/16 amps
modular socket outlet and 15/16 amps modular
switch, connection etc. as required.

Supplying and fixing 3 pin 5 Amp ceilling rose on the
existing junction box/wooden block including
connection etc. as required.

20

each

each

9

10

Supplying and ftxing brass batten/ angle holder
including connection etc. as required.

each

Providing and fixing following capacity TP&N
disconnector fuse switch unit inside the existing pannel
board with ISI marked HRC fuses including drilling holes
in cubicle pannel, making connections.etc as required.

R

63 ATP&N

each

10

Supplying and fixing following way, single pole and
neural,sheel steel MCB distribution board 240 V,on
surface/ recess, complete with tinned copper bus bar,
neutral bar, earth bar, din bar interconnection, powder
painted including earthing etc. as required. (But
without MCB/RCCB/Isolator)

8 way Double door

each

11

Supplying and fixing 5 A to 32 A rating ,240/415 V, 10
kA,"C"curve, miniature circuit breaker suitable for
inductive load of following poles in the existing MCB
DB complete with connections, testing and
commissioning etc. as required.

Single pole

each

12

Supplying and fixing following rating, double , 240V,
isolater in the existing MCB DB complete with
connections, testing and commissioning etc. as
required.

63 A

each

13

Supplying and ftxing brass batten/ angle holder
including connection etc. as required.

10

Each

Sub Total

6.33% on Eiectrical Items
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